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1. Cap Screw 7. Bearing 13. Plug 18. Bull Gear 
2. Hardened Washer 8. Bearing Cup 14. Gasket 19. Dowel 
3. Cover 9. Pinion Shaft 15. Spacer 20. Bottom Cover 
4. 0-ring 10. Final Drive Gear 16. Sprocket Shaft 21. Ferry Head Screw (2) 
5. Retainer 11. Housing 17. Face Seal 22. Ferry Head Screw (10) 
6. Shim 12. Seal 
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INSPECTION 

Cleaning 

Clean all parts in cleaning solvent. Dry the 
parts by using moisture free compressed air. Do 
not let the bearings rotate when compressed air is 
used to dry the bearings. 

Gears 

Check the gears for wear and damage. If a gear 
is damaged or worn, use a new gear. If the final 
drive gear must be replaced, the pinion shaft in the 
transmission must also be replaced. See Section 
6016. 

Shafts 

Check the shafts for wear and damage where 
seals and bearings make contact with the shaft. 
Check all splines on the shafts for cracks and wear. 
Make sure that the shafts are straight. 

Bearings and Bearing Cups 

Check all bearings to make sure that the bear
ings turn freely and smoothly. Check for cracked or 
broken cages on the bearings. Check the rollers for 
pitting and damage. Check the bearing cups for 
pitting and damage. If a bearing or a bearing cup is 
damaged, install a new bearing and bearing cup. 
Do not use a new bearing with an old bearing cup. 

Housing 

Check all machined surfaces for damage. 
Check the housing for cracks. 

Seal 

It is recommended that a new seal for the pi
nion shaft be installed when the final drive is as
sembled. 

Face Seal 

Each time the sprocket shaft is removed, a new 
face seal must be installed. 

DISASSEMBLY 

1. Loosen and remove the 12 Ferry head screws 
that hold the bottom cover. 

2. Hit the bottom cover to loosen the bottom cov
er. 

796394 



3. Remove the bottom cover. 

796395 

4. Remove the gasket. 

5. Use a prybar to keep the pinion shaft from 
turning and loosen the cap screws. 
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6. Remove the cap screws, retainer and shims. 

7. Remove the final drive gear. 

796403 

8. Loosen and remove the cap screws that hold 
the cover for the sprocket shaft. 

796404 
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9. Hit the cover with a soft hammer to turn the 
cover as shown. 

796405 

10. Use a prybar to remove the cover. 

11. Prevent the sprocket shaft from turning and 
loosen the cap screws. 

796409 

12. Remove the cap screws, retainer and shims. 

796410 

13. Fasten tool CAS-1555 to the flange on the 
sprocket shaft. 

796414 

14. Tighten the screws evenly to pull the sprocket 
shaft out of the bearing. 

796416 
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