
Fig. 6: Under Floor Catalytic Converter 
Courtesy of CHRYSLER GROUP, LLC 

1. Raise vehicle on hoist and apply penetrating oil to band clamp fastener of component being removed. 

2. Remove I-Pipe/Muffler assembly. Refer to MUFFLER, EXHAUST, REMOVAL.  

3. Disconnect oxygen sensor electrical connectors. 

4. Remove flange bolts (3), springs and spherical gasket.  

5. Remove under floor catalytic converter (4) from maniverter or catalytic converter assembly (1).  

1 - COMBINATION MANIFOLD/CATALYTIC CONVERTER

2 - SPHERICAL GASKET

3 - BOLT AND SPRING

3 - UNDER FLOOR CATALYTIC CONVERTER

WARNING: The normal operating temperature of the exhaust system is very high. 
Therefore, never work around or attempt to service any part of the 
exhaust system until it is cooled. Special care should be taken when 
working near the catalytic converter. The temperature of the converter 
rises to a high level after a short period of engine operating time. 

NOTE: Do not use petroleum-based lubricants when removing/installing muffler 
or exhaust pipe isolators as it may compromise the life of the part. A 
suitable substitute is a mixture of liquid dish soap and water. 

NOTE: If spherical gasket is to be reused, mark orientation. 
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6. Clean ends of pipes to assure mating of all parts. Discard broken or worn isolators, rusted or overused 
clamps, supports, and attaching parts.  

FWD 

Fig. 7: Removing/Installing Catalytic Converter 
Courtesy of CHRYSLER GROUP, LLC 

1. Loosen intermediate pipe-to catalytic converter clamp. 

2. Remove catalytic converter to exhaust manifold mounting nuts and gasket Discard gasket.  

NOTE: When replacement is required on any component of the exhaust system, you 
must use original equipment parts (or their equivalent). 

1 - GASKET

2 - CATALYTIC CONVERTER

3 - NUT

WARNING: The normal operating temperature of the exhaust system is very high. 
Therefore, never attempt to service any part of the exhaust system until it 
is cooled. Special care should be taken when working near the catalytic 
converter. The temperature of the converter rises to a high level after a 
short period of engine operation time. 

NOTE: Do not use petroleum-based lubricants when removing/installing muffler 
or exhaust pipe isolators as it may compromise the life of the part. A 
suitable substitute is a mixture of liquid dish soap and water. 
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3. Remove I-Pipe/Muffler assembly insulators as necessary to slide catalytic converter out of I-
Pipe/Muffler.  

DIESEL ENGINE 

Fig. 8: Engine Cover 
Courtesy of CHRYSLER GROUP, LLC 

1. Remove engine trim cover (1).  

2. Disconnect and isolate the negative battery cable. 

NOTE: When replacement is required on any component of the exhaust system, 
original equipment parts (or equivalent) must be used. 

WARNING: The normal operating temperature of the exhaust system is very high. 
Therefore, never attempt to service any part of the exhaust system until it 
is cooled. Special care should be taken when working near the catalytic 
converter. The temperature of the converter rises to a high level after a 
short period of engine operation time. 
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Fig. 9: Identifying Catalytic Converter, Turbocharger Heat Shield, Catalytic Converter Band 
Clamp & Upstream Temperature Sensor 
Courtesy of CHRYSLER GROUP, LLC 

3. Remove the turbocharger heat shield (2).  

4. Remove the upstream temperature sensor from the catalytic converter.  

5. Remove the catalytic converter to steady rest bracket bolt.  

6. Loosen the turbocharger to catalytic converter band clamp (1). 

Fig. 10: Identifying Downstream Temperature Sensor 
Courtesy of CHRYSLER GROUP, LLC 

7. Raise and support the vehicle. Refer to HOISTING, STANDARD PROCEDURE .  

8. Remove the belly pan from the vehicle. Refer to BELLY PAN, REMOVAL .  
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