
 

(1) 6T8236 Decay Orifice (screened):  

Quantity ... seven  

Color code ... yellow  

Orifice size ... 1.40 mm (.055 in)  

(2) 8P9738 Load Piston Orifice:  

Quantity ... five  



Orifice thickness ... 4.58 mm (.180 in)  

(3) 8P5058 Spring (earlier):  

Quantity ... eight  

Length under test force ... 25.4 mm (1.00 in)  

Test force ... 54.4 N (12.24 lb)  

Free length after test ... 32.51 mm (1.280 in)  

Outside diameter ... 15.24 mm (.600 in)  

(3) 9D7884 Spring (later):  

Quantity ... eight  

Color code ... white stripe  

Length under test force ... 18.62 mm (.733 in)  

Test force ... 161.5 N (36.3 lb)  

Free length after test ... 23.9 mm (.94 in)  

Outside diameter ... 15.786 mm (.6215 in)  

(4) 4M2381 Spring:  

Quantity ... eight  

Length under test force ... 12.2 mm (.48 in)  

Test force ... 2.30 ± 0.18 N (.517 ± .041 lb)  

Free length after test ... 22.6 mm (.89 in)  

Outside diameter ... 7.62 mm (.300 in)  

(5) 9P0683 Spring:  

Quantity ... eight  

Length under test force ... 25.4 mm (1.00 in)  

Test force ... 35.6 ± 2.8 N (8.00 ± .63 lb)  

Free length after test ... 66.04 mm (2.600 in)  

- - ...




