Hydraulic System/Hydraulic Pump

( n}amove parts (A—N) to remove feedback spool
awsembly,

7. Inspect spool and bore for nicks or scoring. Inspect <
springs for wear; replace parts as necessary. /(D .

NEW SPRING SPECIFICATIONS @

LY

Adijusting Spring (E):
Free Length (approximate) .. ..cevevceivne. 20 mm (0.787 in.)

Outer Spring (N):
Free Length (approximate) ................ 37 mm (1.457 in.)

Inner Spring (M):
Free Length (approximate) .............. 21.3 mm (0.839 in.)

8. Apply hydraulic oil to alf parts before assembly.

FEEDBACK SPOOL TORQUE SPECIFICATION

Adjusting screw assembly (B) ............... 50 N'm (37 ib-ft)
LOCKNUE (A) eeveeenrereronncnenncnnnannse 23 N'm (17 ib-ft)
PIUG (F) +evvnveneennennennsnncancannnen 110 N'm (81 ib-ft)
9. Repeat Steps 6—8 for feedback spool assembly (O)
rpump |,
A—Lock Nut Feedback Spool For Pump il Shown
B—Adjusting Screw Assembly
C—0-Ring

D-—Spring Retainer (2 used)
E—Adjusting Spring
F—Plug

G—O-Ring

H—Piston

1—Spool

J—Washer (as required)
K—End

L—Spring Retainer (2 used)
M~Inner Spring

N—Outer Spring
O—Feedback Spool—Pump |
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